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SETUP OPERATION HAZARDS

Adjust the level of the scale by 

rotating the front feet until the 

bubble is centered in the 

indicator.
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B

Inspect the weighing 

surface and clean if 

neccesary.C

Turn the power on and wait 

until the self test sequence 

completes.
D

Press the tare button to 

zero the balance. 6
E

Ensure Scale is plugged in 

and free of debris.

To erase a weight press cancel.  Tare 

can be used to zero the weight for 

items such as weigh papers.
B

For advanced functions 

such as calibration, see the 

user manual.C

To print data, press the data 

output button.D

When finished, press the 

power button to turn the 

scale off.
E

Once setup is complete, 

materials can be weighed 

on the balance.A
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ELECTRICAL HAZARD
This equipment contains electrical 

components that may come into 

contact with skin or liquids.

Please ensure scale is 

clean and free of 

chemicals after use.
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For additional help contact the Lab 

Space Manager

SLIP HAZARD
Because liquids may be used 

with this unit, a slip hazard 

may be created.

CHEMICAL HAZARD
Because potentially harmful 

chemicals are being used with this 

unit, a spill hazard is possible.

FIRE HAZARD
Improper use can cause a fire 

hazard.

PREVENTION
EYE PROTECTION

Wear safety glasses while operating.

PROTECTIVE GLOVES
Wear appropriate gloves for chemical 

usage.

NON-SLIP, CLOSED SHOES
Wear non-slip, closed shoes to avoid 

spills.

READ MANUAL
Become familiar with this guide 

before operating.
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